MATERIAL SAFETY DATA SHEEET

PERMA INK (SP PREMIX)

CHEMICAL PRODUCT AND COMPANY IDENIFICATION

PRODUCT NAME : SP PREMIX

PRODUCT CODE NO (S) : 3910, 4803, 4824, 4838

DESCRIPTION: PVC SLURRY

GROUP DESCRIPTION : NONE 

COMPOSITION / INFORMATION ON IGREDIENTS

COMPONENT                          CAS REG.NO.                              WEIGHT %

DIETHANOLAMINE                  111-42-2                                        3.6%

C.I. BASIC ORANGE 2             532-82-1                                        1.2%

ANILINE                                    62-53-3                                          0.1%

MANUFACTURER STATES ALL OTHER INGREDIENT INFORMATION IS PROPRIETARY OR NON-HAZARDOUS AS DEFINED BY THE HAZARD COMMUNICATION STANDARD (29 CFR 1910. 1200)

HAZARDS IDENTIFICATION

LOW HAZARD FOR RECOMMENDED HANDLING 

HMIS RATING :  HEALTH :  2          FLAMMABILITY :   1         REACTIVITY :  0

NOTE - HMIS AND NFPA RATINGS INVOLVE DATA AND INTERPRETATIONS THAT MAY VARY FROM COMPANY TO COMPANY. THEY ARE INTENDED ONLY FOR RAPID, GENERAL IDENTIFICATION OF THE MAGNITUDE OF THE SPECIFIC HAZARD. TO DEAL ADEQUATELY WITH THE SAFE HANDLING OF MATERIAL, ALL THE INFORMATION IN THE MSDS MUST BE CONSIDERED.

FIRST-AID MEASURES

INHALATION :    IF SYMPTOMATIC, MOVE TO FRESH AIR. GET MEDICAL 

                           ATTENTION IF SYMPTOMS PERSIST.

EYES :       ANY MATERIAL THAT CONTACTS THE EYE SHOULD BE IMMEDIATELY 

                   FLUSHED WITH WATER, LIFTING THE UPPER AND LOWER LIDS. GET 

                   MEDICAL ATTENTION IF ANY SYMPTONS OCCUR.

SKIN :      WASH IMMEDIATELY WITH SOAP AND WATER. APPLY SKIN CREAM IF 

                 IRRITATED. GET MEDICAL ATTENTION IF SYMPTONS OCCUR.

INGESTION :     SEEK MEDICAL ATTENTION.

FIRE-FIGHTING MEASURES

FLASH POINT (DEGREES  F) : >200          METHOD USED :  TCC

AUTOIGNITION TEMPERATURE : NE

FLAMMABLE LIMITS :  NE

IN CASE OF FIRE : EXTINGUISHING MEDIA - WATER SPRAY: X CARDON DIOXIDE:

                                 X  DRY CHEMICAL: X 

SPECIAL FIREFIGHTING PROCEDURES: NO SPECIAL REQUIREMENTS

UNUSUAL FIRE AND EXPLOSION HAZARDS: MAY EMIT TOXIC GASES

ACCIDENTAL RELEASE MEASURES

IN CASE OF A SPILL: USE RAGS OR OTHER OBSORBENT TO CONTAIN SPILL.

                                     SCRAPE TO

                                  :  MATERIAL AND PLACE IN PROPER CONTAINER FOR                       

                                     DISPOSAL.

                                  :  KEEP MATERIAL OUT OF STREAMS AND SEWERS

HANDLING AND STORAGE

PERSONAL PRECAUTIONARY MEASURES : GENERAL INDUSTRIAL PRACTICES

PREVENTION OF FIRE AND EXPLOSION :  GENERAL INDUSTRIAL PRACTICES 

KEEP CONTAINERS CLOSED WHEN NOT IN USE. USE WITH ADEQUATE VENTILATION.

EXPOSURE CONTROLS / PERSONAL PROTECTION

EXPOSURE LIMITS

COMPONENTS                          CAS REG NO          OSHA                  ACGIH

DIETHANOLAMINE                    111-42-2                   3PPM TWA         3PPM TWA

ANILINE                                       62-53-3                    2PPM TWA         2PPM TWA

VENTILATION: LOCAL EXHAUST VENTILATION WHEN MOLDING PRE-MIX

PERSONNAL PROTECTION: GOOD INDUSTRIAL HYGIRNR PRACTICES SHOULD BE FOLLOWED WHICH PREVENTING EYE CONTACT. MINIMIZING SKIN CONTACT

RESPIRATORY PROTECTION: NONE SHOULD BE NEEDED UNDER NORMAL USE AND CONDITIONS WITH STATED VENTERLATION.

EYE PROTECTION: SAFETY GLASSES WITH SIDE SHEILDS 

SKIN PROTECTION: RESISTANT GLOVES, SUCH AS NEOPRENE OR                              

                                   POLYETHYLENE

PHYSICAL AND CHEMICAL PROPERTIES
PHYSICAL FORM: LIQUID

COLOR: BLACK

ODOUR: HYDROCARDON

SPECIFIC GRAVITY (WATER=1): 1.0-1.2

VAPOUR PRESSURE: NEGLIGIBLE

VAPOUR DENSITY: (AIR=1): HEAVIER

EVAPERATION RATE: (N-BUTY ACETATE=1): SLOWER

MELTING POINT (DEGREES F) : NA

BOILING POINT (DEGREES F) : >250

SOLUBILITY IN WATER: NEGLIGIBLE

SOLUBILITY IN ORANGIC SOLVENTS: INK COMPONENTS SOLUBLE IN ACOHOLS

PERCENT VOLATILE BY VOLUME: NE

SH: 5-9

STABILITY AND REACTIVITY

INCOMPATIBILITY: STRONG OXIDIZING AGENTS

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS: COMBUSTION WILL PRODUCE OXIDES OF CARDON AND NITROGEN, HYDROGEN CHLORIDE, ACETIC ACID.

TOXICOLOGICAL INFORMATION 

EFFECTS OF ACUTE OVEREXPOSURE

INHALATION: MAY CAUSE IRRITATION OF NASAL AND RESPIRATORY PASSAGES

EYE              : MAY BE HIGHLY IRRITATING

SKIN             : MAY CAUSE IRRITATION

INGESTION : MAY CAUSE GASTRONITESTINAL IRRITATION, NAUSEA, VOMITING

CHRONIC EFFECTS: NONE PRESENTLY KNOWN

ECOLOGICAL INFORMATION

THIS MATERIAL HAS NOT BEEN TESTED OVERALL FOR ENVIRONMENTAL EFFECTS. THE FOLLOWING INGREDIENTS ARE NOTED AS DOT MARINE POLLUTANTS IN APPENDIX B TO 49 FR 172.101

BUTYL BENZYL PHTHALATE, TRICRESYL PHOSPHATE

SPILL / DISPOSAL CONSIDERATIONS 

CONTAIN SPILLS WITH RAG OR DRY ABSORBENT. USE A SUITABLE INK CLEANER TO REMOVE ANY RESIDUE. WEAR PROTECTIVE GLOVES TO MINIMIZE SKIN CONTACT. DISCARD WASTE WHILE OBSERVING ALL LOCAL, STATE, AND FEDERAL REGULATIONS. SEE REGULATORY INFORMATION FOR RCRA STATUS. IN ADDITION, CONSULT LOCAL AND STATE REGULATIONS.

TRANSPORATION INFORMATION

ENVIRONMENTALLY HAZARDOUS SUBSTANCE, LIQUID, N.O.S.

(BUTYL, BENZYL PHTHALATE, TRICRESYL PHOSPHATE)

UN NUMBER   UN3082

EXEMPTONS AND OTHER REQUIREMENTS MAY APPLY, CONSULT 49 CFR TRANSPORTATION.

REGULATORY INFORMATION

MATERIAL(S) KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER:

                       :ANILINE (62-53-3) 0.1%, VINYL CHLORIDE (75-01-4)<0.001%

MATERIAL(S) KNOWN TO THE STATE OF CALIFORINA TO CAUSE ADVERSE

                        REPRODUCTIVE EFFECTS: NONE

INTERNATIONAL AGENCY RESEARCH ON CANCER (IARC) COMPONENTS PRESENT AT 0.1% OR GREATER: C.I BASIC ORANGE 2 IARC GROUP 3 (UNCLASSIFIABLE)

NATIONAL TOXICOLOGY PROGRAM (NTP) COMPONENTS PRESENT AT 0.1% OR GREATER NONE.

CHEMICAL(S) SUBJECT TO THE REPORTING REQUIREMENTS OF SECTION 313 OR TITLE III OF THE SUPERFUND AMENDMENTS AND REAUTHORIZATION ACT (SARA) OF 1986 AND 40 CFR PART 372: DIETHANOLAMINE 3.6%

CHEMICAL(S) SUBJECT TO THE REPORTING REQUIREMENTS OF SARA TITLE III

SECTION 304 AND 40 CFR PART 302.4 (CERCLA HAZARDOUS SUBSTANCES) : BUTYL BENZYL

PHTHALATE 25.4%

CHEMICAL(S) SUBJECT TO SARA TITLE III SECTION 302 AND 40 CFR PART 355

EXTREMELY HAZARDOUS SUBSTANCES: NONE

SAFETY CONSIDERATIONS: NO SPECIAL REQUIREMENTS

TSCA STATUS - ALL CHEMICAL INGREDIENTS FOUND ON TSCA INVENTORY

RSRA STATUS - IF DISCARDED IN ITS PURCHASING FORM, THIS PRODUCT WOULD CARRY THE FOLLOWING STATUS AND CLASSIFICATIONS BY LISTING OR CHARACTERISTICS CODES.

STATUS: NON-REGULATED - RCRA HAZARDOUS WASTE CODES: NA

HOWEVER, IT IS THE RESPONSIBILITY OF THE END-USER TO DETERMINE AT THE TIME OF DISPOSAL WHETHER A MATERIAL CONTAINING THE PRODUCT OR DERIVED FROM PRODUCT SHOULD BE CLASSIFIED AS A HAZARDOUS WASTE,40CFR 261.20-24

THE INFORMATION CONTAINED HEREIN IS FUNISHED WITHOUT WARRANTY OF ANY KIND. USERS SHOULD CONSIDER THESE DATA ONLY AS A SUPPLEMENT TO OTHER INFORMATION GATHERED BY THEM AND MUST MAKE INDEPENDENT DETERMINATIONS OF SUITABILITY AND COMPLETENESS OF INFORMATION FROM ALL SOURCES TO ASSURE PROPER USE AND DISPOSAL OF THESE MATERIALS AND THE SAFETY AND HEALTH OF EMPLOYEES AND CUSTOMERS AND THE PROTECTION OF THE ENVIRONMENT

